
3D Printing Material Library

Digital 
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Tough Resin 

Standard Engineering Resin 
Capture high detail without compromising strength with standard resin.

Select tough resin for a very strong and stiff part for sturdy application against 
bending easily. Ideal usage is in jigs and fixtures, functional end -use and quality impact 
resistant area.



High Temperature Resin 

Castable Wax Resin 
Capture the highest detail among Amuse material library. Extensive usage in Jewellery
and metal investment casting.

Offers low elongation and high detailed prototype for temperature application. Ideal 
for fixtures, hot fluid contact surface and molds.
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Elastic Resin 

Durable Resin 
Offers strength like Amuse FFF -PET and possess High impact resistant. Choose 
durable resin for squeezable parts with low friction application.

Offers greater elongation and high energy return prototype application. Ideal for 
replacing silicone application parts.

*Note Lead time at least 10 days 

*Note Lead time at least 10 days 



Tough PLA

ABS  
Acrylonitrile Butadiene Styrene is a high wear and impact resistant polymer which 
delivers strong material properties, suitable for both outdoor and indoor use.

Polylactic acid used for display models. Ideal for large size prints. Besides, it offers 
good strength comparable to ABS
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PC-ABS

PETG/PET  
Polyethylene Terephthalate is a ductile polymer and has properties like PLA. They 
are ideally used for application with high pressure.

Polycarbonate ABS offers higher strength and enhanced stiffness and temperature 
resistance compared to ABS. Generally, used for durable engineering application
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*Note Lead time at least 10 days 



TPU

Nylon
Nylon is a tough engineering plastic ideally used for direct functional and tooling 
engineering application.

Thermoplastic Polyurethane is a chemical resistant polymer, offers greater flexibility 
and durability. 
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*Note Lead time at least 10 days 

*Note Lead time at least 10 days 


